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Federal Communications Commission § 80.1125 

(d) In cases where distress alert con-
tinues to be received from the same 
source, the ship may, after consulta-
tion with the Rescue Coordination Cen-
ter, transmit a DSC acknowledgment 
to terminate the call. 

(e) A ship station in receipt of a 
shore-to-ship distress alert relay (see 
§ 80.1113(e)) should establish commu-
nication as directed and render such 
assistance as required and appropriate. 

[51 FR 31213, Sept. 2, 1986, as amended at 68 
FR 46980, Aug. 7, 2003] 

§ 80.1123 Watch requirements for ship 
stations. 

(a) While at sea, all ships must main-
tain a continuous watch: 

(1) On VHF DSC channel 70, if the 
ship is fitted with a VHF radio instal-
lation in accordance with § 80.1085(a)(2); 

(2) On the distress and safety DSC 
frequency 2187.5 kHz, if the ship is 
fitted with an MF radio installation in 
accordance with §§ 80.1089(a)(2) or 
80.1091(a)(3); 

(3) On the distress and safety DSC 
frequencies 2187.5 kHz and 8414.5 kHz 
also on at least one of the distress and 
safety DSC frequencies 4207.5 kHz, 6312 
kHz, 12577 kHz, or 16804.5 kHz appro-
priate to the time of day and the geo-
graphical position of the ship, if the 
ship is fitted with an MF/HF radio in-
stallation in accordance with 
§§ 80.1091(a)(2)(ii) or 80.1093(a) of this 
part (this watch may be kept by means 
of a scanning receiver limited to six 
distress and safety DSC frequencies); 
and 

(4) For satellite shore-to-ship distress 
alert, if the ship is fitted with an 
INMARSAT ship earth station in ac-
cordance with § 80.1091(a)(1). 

(b) While at sea, all ships must main-
tain radio watches for broadcasts of 
maritime safety information on the ap-
propriate frequency or frequencies on 
which such information is broadcast 
for the area in which the ship is navi-
gating. 

(c) Until February 1, 2005, every ship 
while at sea must maintain, when prac-
ticable, a continuous listening watch 
on VHF Channel 16. This watch must 
be kept at the position from which the 
ship is normally navigated or at a posi-
tion which is continuously manned. 

(d) Every ship required to carry a ra-
diotelephone watch receiver must 
maintain, while at sea, a continuous 
watch on the radiotelephone distress 
frequency 2182 kHz. This watch must be 
kept at the position from which the 
ship is normally navigated or at a posi-
tion which is continually manned. 

(e) On receipt of a distress alert 
transmitted by use of digital selective 
calling techniques, ship stations must 
set watch on the radiotelephone dis-
tress and safety traffic frequency asso-
ciated with the distress and safety call-
ing frequency on which the distress 
alert was received. 

(f) Ship stations with narrow-band di-
rect printing equipment must set 
watch on the narrow-band direct-print-
ing frequency associated with the dis-
tress alert signal if it indicates that 
narrow-band direct-printing is to be 
used for subsequent distress commu-
nications. If practicable, they should 
additionally set watch on the radio-
telephone frequency associated with 
the distress alert frequency. 

[51 FR 31213, Sept. 2, 1986, as amended at 68 
FR 46981, Aug. 7, 2003] 

§ 80.1125 Search and rescue coordi-
nating communications. 

(a) The distress signal consists of the 
word MAYDAY, pronounced in 
radiotelephony as the French expres-
sion ‘‘M’aider’’. For distress traffic by 
radiotelephony, when establishing 
communications, calls must be 
prefixed by the distress signal MAY-
DAY. 

(b) Error correction techniques, in 
accordance with ITU-R Recommenda-
tion M.625–3, ‘‘Direct-printing Tele-
graph Equipment Employing Auto-
matic Identification in the Maritime 
Mobile Service,’’ with Annex, 1995, as 
specified in § 80.1101, must be used for 
distress traffic by direct-printing teleg-
raphy. All messages must be preceded 
by at least one carriage return, a line 
feed signal, a letter shift signal and the 
distress signal MAYDAY. ITU-R Rec-
ommendation M.625–3 with Annex is in-
corporated by reference. The Director 
of the Federal Register approves this 
incorporation by reference in accord-
ance with 5 U.S.C. 552(a) and 1 CFR 
Part 51. Copies of this standard can be 
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